EPS/FC10-315

» High power moduls for avionic applications
» Power 10-315kVA, 400Hz
» Output pure sine wave

- Digital display for output voltage,

-current as well frequency
« Parallel operation possible

« 1.5-times overload capability

« Protection: OTP

These high-performance modules have been designed speci-
fically for all aviation applications. Consistently designed for
maximum reliability and availability the devices comply with
EN2282 and ISO 6858. Whether in training centers, in service
centers or in production, these power units meet all tasks. The
power supplies can be adapted in many ways to your specific

requirements.

Power Voltage Output Frequency Output WxHxD (mm) Model Webcode
10kVA 3x200/115VAC 400Hz 800x1200x600 EPS/FC 1040033 102249
20kVA 3x200/115VAC 400Hz 800x1200x600 EPS/FC 2040033 102251
30kVA 3x200/115VAC 400Hz 800x1200x600 EPS/FC 3040033 102260
40kVA 3x200/115VAC 400Hz 800x1500x600 EPS/FC 4040033 102261
60kVA 3x200/115VAC 400Hz 1200x1500x600 EPS/FC 6040033 123202
90kVA 3x200/115VAC 400Hz 1200x1800x600 EPS/FC 9040033 123586
120kVA 3x200/115VAC 400Hz 1200x1800x600 EPS/FC 12040033 123587
150kVA 3x200/115VAC 400Hz 1200x1800x600 EPS/FC 15040033 102653
180kVA 3x200/115VAC 400Hz 1200x1800x600 EPS/FC 18040033 102654
270kVA 3x200/115VAC 400Hz 1500x1850%x950 EPS/FC 27040033 102930
315kVA 3x200/115VAC 400Hz 1500x1850%x950 EPS/FC 31540033 102497

Optional

« Battery buffering

« Isolation
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EPS Hotline: +49-(0)821-570451-0

Multifunction-LCD-Display

Output frequency 50/60/800Hz

Additional 28VDC output

Expanded temperature range/-protection

sales@eps-germany.de



